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I. MANAGEMENT 

Production Room: A Dressing Room or the Wardrobe Room can be set up and/or utilized for temporary requirement 
for production room.   

Note: utilizing one room will reduce the quantity of Dressing Rooms space indicated below.   

Green Room: 19’ 8”d by 12’w located on the 2nd floor in the back of house area.  Couches, counterspace, sink and 
refrigerator available. 

Dressing Rooms: (Note Dressing rooms are shared with the other performance spaces.)  All dressing rooms include 
connection speaker intercom system (Clear-Com), touch panel for volume control and program switching between 
MPR and Studio Theatre, along with flat panel display for “bird-eye” view of production onstage.  Dressing Rooms 
consist of: 

 Two (2) 3-person Dressing Rooms with mirrors and counters on 1st Floor directly behind stage with shared 
washroom and shower. 

 One (1) 4-Person Dressing Room with mirrors and counters on 2nd Floor adjacent to Green room with 
washroom and shower. 

 Three (3) 2-person Dressing Rooms with mirrors and counters on 2nd Floor adjacent to Wardrobe with shared 
washroom. 

Crews: The venue has their own technical staff available for shows. Additional staff requests can be filled with prior 
confirmation 

Access: There is an elevator on the northwest side of the building to access all levels of the facility.  

Internet: Access to internet will be provided.  Terms and policies regarding usage of PdA’s network are attached.   Wi-
fi Internet Access available throughout Building. 
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II. TECHNICAL INFORMATION - CARPENTRY 
LOADING:  

 The loading bay can be accessed from Medina Lane  
 One (1) roll-up day door 8’w by 11’9”h.  
 Dock height 3’3” from the ground 
 Scissor platform to access larger truck heights.    
 Offloading / holding area backstage: 19’8” x 39’5” 
 8’w x 10’h roll up bay door access to the room  
 Vehicles must be moved once unloaded. 
 Limited parking available for production vehicles. Must be reserved with production staff in advance. See 

attached parking map.  

STAGE DIMENSIONS: 
 Stage size: 37’ X 49’9”  
 Apron: 5’5” at its widest point to the main traveler when closed. 
 Grid Height:  

o Static pipe grid – 18’ from floor to pipe 
 Loading Door: 8’w by 10’h roll up bay door.  Use of loading door requires Cyclorama to be temporarily 

removed. 
STAGE FLOOR:   

 Wooden Sprung Floor with Masonite surface, painted satin black. 
 All set construction and painting must be complete prior to load in.  
 Painting the stage is NOT permitted 

HOUSE DRAPERIES:  
House Room curtains: 

 21 Panels for perimeter room track. 
Cyclorama:  

 White PVC stretched in frame with a 4” Pipe pocket at the bottom 28’ W by 17’ 6”  
 

GRID DATA:  
 Distributed Schedule 40 pipe grid with max loading of 30kg/m (20lbs/ft). 

 

SUPPORT AREAS: 
Access:  

 There is an elevator on the northwest side of the lobby to access all levels of the facility.  
 
Storage: Limited theatre equipment storage area located behind La Salle Grande stage on main floor 
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III. TECHNICAL INFORMATION – LIGHTING 
POWER:  

 38 20 Amp motorized breaker circuits on Twistlock L5-20 Outlets 
o 14 circuits distributed to fixed positions distributed on the floor level 
o 24 circuits distributed to fixed positions distributed in the ceiling. 

 20A Convenience Power distributed around the multi-purpose room 
 Temporary Power: 

o Lighting:  1x 208v 3ph 100A Pin and Sleeve in Loading Area 
 

CONTROL BOARD: ETC Ion Xe Control Console (2000 DMX Outputs)  
 

HOUSELIGHTS: ETC Paradigm House Light System  
 

DIMMING:  
Dimming provided for tungsten halogen touring fixtures. (Shared with Theatre La Salle Grande) 

 24 ETC Portable 750w dimmer packs 
 24 LEX portable 1.8kw dimmer packs  

EQUIPMENT INVENTORY: 
i. Instruments: 
 Thirty-four (34) ETC ColorSource Pars 
 Thirty-four (34) ETC ColorSource Spots  
 Eight (8) ETC ColorSource Cyc 

 
ii. Hardware:  

All hardware is shared between Theatre La Salle Grande and Studio Desjardins  
 25 A size Pattern holder 
 65 B size pattern holder 
 Six (6) 10o ETC Lens tube assembly (w/ Diffuser) 
 Twelve (12) 19o ETC EDLT Lens tube assembly (w/ Diffuser) 
 Forty-eight (48) 26o ETC EDLT lens tube assembly (w/ Diffuser) 
 Forty-eight (48) 36o ETC EDLT lens tube assembly (w/ Diffuser) 
 Eighteen (18) 50o ETC EDLT lens tube assembly (w/ Diffuser) 
 Six (6) ETC 15-30 Zoom lens assembly (w/ Diffuser) 
 Six (6) ETC 25-50 Zoom lens assembly (w/ Diffuser) 
 Twelve (12) ETC Tophats 
 Twelve (12) ETC Half hats 
 Twelve (12) Rosco universal iris slot holders 
 Twelve (12) 7.5” Donut 
 Twelve (12) 6.25” Donut 
 Twelve (12) ETC Drop in Iris Kits 

iii. ETC D40 Accessories  
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All D40 is shared between Theatre La Salle Grande and Studio Desjardins  
 Twelve (12) Very Narrow Round Diffuser 
 Twenty-four (24) Narrow Round Diffuser 
 Forty-eight (48) Medium Round Diffuser 
 Twenty-four (24) Wide Round Diffuser 
 Twenty-four (24) Narrow Oval Diffuser 
 Forty-eight (48) Medium Oval Diffuser 
 Twenty-four (24) Wide Oval Diffuser 
 88 ETC Barn doors 

iv. Lighting Cable:  
DMX Cables 

 (10) 5’ 
 (30) 10’ 
 (20) 25’ 
 (10) 50’ 
 (2) 100’ 

L5-20 Twist Lock Power Cables 
 (5) 5’ 
 (5) 10’ 
 (5) 25’ 
 (5) 50’ 
 (5) 100’ 

 

Power-con Extension 
 (15) 5’ 
 (25) 10’ 
 (10) 25’ 
 (2) 50’ 
 (2) 100’ 

 
Ethercon extensions 

 (2) 5’ 
 (3) 10’ 
 (2) 25’ 
 (2) 50’ 
 (2) 100’ 

U-Ground Power Cables 
 (5) 5’ 
 (5) 10’ 
 (5) 25’ 
 (10) 50’ 
 (2) 100’ 

U-ground M to Twist F 
 (5) 5’ 

Twist M to U-ground F 
 (5) 5’ 

 

 

FILM, VIDEO AND PROJECTION EQUIPMENT:  

Projector: NEC PA803UL  
 LCD Laser source projector  
 8,000 lumen   
 Lens: NEC NP40ZL short throw lens 0.79-

1.11:1 zoom 

Switching: Crestron DMPS3-4k-150C UTP Presentation 
Switcher 

Screen: Direct onto Cyclorama 

Playback Devices: Denon DN-500BD Blu-ray/DVD player 

Video Monitoring System 
Fixed Camera mounted for long front shot of stage area.   

 Fixed: One (1) Panasonic AW-HE38HKPC Camera, 
low light capable 
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IV. TECHNICAL INFORMATION – SOUND 
HOUSE PA SYSTEM:  

 Four (4) Adamson P12A Passive Loudspeakers (2440w each) 
 Two (2) Adamson point 215 Subwoofers (Dual 15” drivers)  

 

AMPLIFIERS:  
 Two (2) Lab Gruppen D40:4L DSP Amplifier in main rack located in storage area   

MIXING CONSOLES:  
 Allen & Heath D-Live C2500 Digital Audio Console.  

o  20 Faders with 6 XLR mic/line inputs and 6 XLR line outs. Stereo Digital AES 3 in/out, (2) network RJ45 
ports, and USB recording and playback. 
 

 One (1) Allen & Heath CDM48 Mix Rack for D-Live C2500. 
o 48 XLR mic/line inputs and 24 XLR line outputs. It has one (1) Dante 128x128 card, & one (1) GigaACE 

card in available card slots. 

POWER:  
 20A Isolated Ground audio circuits on U-Ground connectors throughout Room and Grid area. See attached 

Map 
 Temporary Power:  

o Two (2) 100A 208v 3ph Pin and Sleeve connection in La Salle Grande Loading Area. (One I.G. 
Connection)  

WIRING: 
 Audio Tie Lines on 3-pin XLR distributed across room to patch bay in local racks located in storage area. 

o North Wall : Six (6) Lines  
o East Wall: Ten (10) Lines 
o South Wall: Twelve (12) Lines 
o West Wall: Ten (10) Lines 
o East Pipe Grid: Four (4) Lines 
o Centre Pipe Grid: Two (2) Lines 
o West Pipe Grid: Four (4) Lines 

 AV Dante Network on Ethercon distributed across room to local racks in storage area. 
o North Wall : Six (6) Lines 
o East Wall: Ten (10) Lines 
o South Wall: Twelve (12) Lines 
o West Wall: Ten (10) Lines 
o East Pipe Grid: Four (4) Lines 
o Centre Pipe Grid: Two (2) Lines 
o West Pipe Grid: Four (4) Lines 

 Audio Speaker Patch on NL-4 distributed across room to local racks located in storage area. Amp Patch 
included.  

o North Wall : Six (6) Lines 
o East Wall: Four (4) Lines 
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o South Wall: Six (6) Lines 
o West Wall: Four (4) Lines 
o East Pipe Grid: Four (4) Lines 
o Centre Pipe Grid: Two (2) Lines 
o West Pipe Grid: Four (4) Lines 

HEARING ASSIST SYSTEM:  
 There is an Induction loop system distributed through-out the entire facility 
 Transmitter: One (1) William Sound WIR TX925 Infrared Transmitting system.  
 Receivers: Sixteen (16) PLR BP1 Induction loop Receivers 
 Headset options:  

o Twelve (12) headphones (HED 024)  
o Eight(8) Neck loop (NKL 001)   
o Twelve (12) Stereo earbuds (EAR 042) 
o One (1) Countertop use kit (DL102 SY1) 

MONITOR/PAGING SYSTEM:  
 QSC Core 510i DSP with distributed Crestron control surfaces around the venue for dedicated zone control.  
 Remote I/O connection into main system located in Studio Desjardins AV racks (storage area)  
 Distributed 70v Bose Designmax Speaker system.  

o Areas covered include:  
 Lobby & Bistro areas  
 Washrooms  
 Hallways around the Performance Spaces 
 Green room 
 Dressing rooms 
 Theatre admin offices.  

PRODUCTIONS COMMUNICATIONS:  
 Clearcom Helixnet system 
 HMS-4X Digital Partyline main station located in main control rack (Storage area). 
 HKB-2X Remote Speaker Stations in Large Dressing rooms.  
 Beltpacks: Six (6) Wired dual channel belt packs 
 Headsets:  

o Six (6) single muff headsets 

PLAYBACK:  
 Denon DN-300ZBXUS CD/MP3 Player 
 Apple iMac 
 Apple MacBook Pro 
 Apple iPad for Program Audio 
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MICROPHONES: (Shared with Grand Salle) 

i. Wireless Microphones 
 One (1) Shure ULXD4Q – Quad Channel Receiver 
 One (1) Shure ULXD4D – Dual Channel Receiver   
 Six (6) Shure ULXD2/SM58 Capsule Wireless 

Microphone  
 Six (6) Shure ULXD1 Wireless beltpack transmitter  

o Four (4) Shure WCB6B clip on Lavalier mic 
(black) 

o Four (4) Shure WCE6B over ear headset mic 
(black)  

ii. Sennheiser E 600 Drum kit package: 
 One (1) e602-II (kick drum mic) 
 Four (4) e604 (tom mics) 
 Two (2) e614 (condenser mics)  

iii. DI Boxes 
 Nine (9) Radial Pro48 Active DI Box 
 Five (5) Radial Pro Passive DI Box 
 Three (3) Radial ProAV2 Stereo AV DI Box 
 Five (5) Rapco db 101sl Passive Direct Box 

iv. Dynamic: 
 Twelve (12) Shure SM58 Vocal Mic 
 Two (2) Shure SM58S Vocal Mic w/ ON/OFF Switch 
 Twelve (12) Shure SM57 Instrument Mic 
 Six (6) Sennheiser E609 Guitar amp mic 
 Two (2) Sennheiser E904 Clip On Drum Mic 
 One (1) Shure Beta 52A Kick Drum Mic 

v. Mic Stands 
 Twenty Four (24) K&M Tall Boom 
 Twenty Six (26) K&M Short Boom 
 Six (6) K&M Tall Straight Round Base 
 Two (2) Radial ProDI Passive DI 
 One (1) Radial ProAV2 Stereo AV DI 

 
vi. Condensers: 
 Two (2) AKG C414 XLS w/ Shock Mounts 
 Two (2) Sennheiser MK4 w/ Shock Mounts 
 One (1) Shure KSM32/CG 
 Two (2) SM81-LC 
 Two (2) AKG C430 
 Two (2) Audio Technica ATM350A Clip On 

Gooseneck 
 Three (3) Shure MX418/C Podium Microphone 
 Two (2) Audio Technica AT897 Shotgun Mic 
 Four (4) Crown PCC-160 Boundary Layer 

Microphone 

vii. Stands 
 Six (6) K&M Tall boom stands 
 Four (4) K&M Short boom stands 
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V. ADDITIONS 
i. Chairs:  
 One Hundred and Forty-One (141) shared with Studio Desjardins 
 Ten (10) Folding 

ii. Tables: 
 Six (6) 6’ rectangular portable banquet tables 
 Six (6) center-folding rectangular banquet tables 
 Thirty (30) 3’ round banquet tables with 28” and 40” heights 
 Twenty (20) 2’ round banquet tables with 28” and 40” heights 

 
iii. Tablecloths: 

 Thirty (30) 54” by 54” square black cotton 
 Twenty-Four (24) 53” by 53” square black cotton 
 Thirty (30) 24” round spandex 
 Thirty (30) 36” round spandex 

 
iv. Music Stands: Fourteen (14) 
v. Stand Lights: Six (6) 

vi. Guitar Stands: Four (4) Single w/ neck support 
vii. Drum Carpet: Two (2) 7’x5’ 

 
viii. Staging Platforms:  
Staging Concepts 8’x4’ SC90 Staging Platforms may be available, check availability with SPdA Technical and Production 
Director. 
 
VI. WARDROBE 
(Note: Dressing rooms are shared with the other performance spaces)   
All dressing rooms include program audio and video.   
Dressing Rooms consist of: 

 One (1) 5-person and one (1) 6-person Dressing Rooms with sink, mirrors and counters on 1st Floor directly 
behind stage with shared washroom and shower. Each with four (4) independent 20a electrical outlets. 

 One (1) 10-person Dressing Room with sink, mirrors and counters on 2nd Floor adjacent to Green Room with 
washroom and shower. Eight (8) independent 20a electrical outlets. 

 Three (3) 3-person Dressing Rooms with sink, mirrors and counters on 2nd Floor adjacent to Wardrobe with 
shared washroom. Each with three (3) independent 20a electrical outlets. 

 Magnets on door and pin boards for signage. Taping to the walls is not allowed. 

Green Room:  
Capacity of 10 – 12 people and located on the 2nd floor in the backstage area. Tables, chairs, counterspace, sink, 
microwave and refrigerator and various dishes and appliances available. 

Costume service area:  
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 On the 2nd floor in the dressing room hallway. Access is up the back of house stairs or Main lobby elevator.  
 Two (2) washers and two (2) dryers and two (2) laundry sinks in the “Baunderie” room. 
 Soap is not provided. 
 Laundry room can be turned into a dressing room.  

Washers/dryers: Two (2) of each located in the costume service area in the dressing room hallway on the 2nd floor.  
 


